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The type SDD grille is primarily intended for supply air,
but can also be used for exhaust air. Owing to its good
technical characteristics and wide scope for variation, it
can be used in practically all types of systems. The grille
is primarily intended for wall-mounting, although it can be
fitted in a ceiling (exhaust air) or in a window sill.

The grille. is available in 17 sizes for flows up to 940 lis (3400rn3/h)
at 35dB(A)

. hashorizontalas well as vertical vanes for adjusting
the pattern of diffusion at front or back.. offers simple flow control by means of volume control
damper for grille.. is made of mild steel, extruded aluminium also
available.. standard flange is 32, others sizes 25, 19, 16 also
available. Fig. 1

Design
The grille consists of a horizontal and a vertical row of
vanes fitted in a frame made of mild steel or aluminium
sections. The vanes can be adjusted at site to provide the
required pattern of flow in the horizontal and vertical
directions at either front or back. Corrections can thus be
made for obstacles in the direction of air flow as well as
for the supply air being at a temperature above or below
that of the room air.

Sizes (length-height in em)

020-10, 030-10, 040-10, 050-10,
025-15, 030-15, 040-15, 050-15,
030-20, 040-20, 050-20, 060-20,
Note: Also available in other sizes.

060-10,
060-15,
100-20.

100-10,
100-15,

Accessories (to be specified separatelY)
The VCD(G)volume control damper for grille is available.

Materials and finish
Mild steel
Extruded aluminium

Other finishes available to special order.
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